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State of California
AIR RESQURCES BOARD
Executive Order G-70-37-8

Relating to the Modification of the Certification of the
Chevron Balance Phase 11 Vapor Recovery System with OPW Nozzles
for Service Stations '

Pursuant to the authority vested.in the Air Resources Board (ARB) by Health
and Safety Code Section 41954; and

Pursuant to the authority vested in the undersigned by Health and Safety Code
Sections 39515 and 39516;

IT IS ORDERED AND RESOLVED: That the certification Executive Order G-70-37-A
issued on November 15, 1979, for the Chevron balance Phase II vapor collection

and disposal system is hereby modified to specify at least 95 percent effectiveness
during self-serve use. The system is hereby certified to be at least 95 percent
effective in self-serve and/or attendant use at gasoline service stations in
conjunction with Phase I vapor recovery systems which have been certified

by the Air Resources Board. The system is described in Exhibits 1, 2, and 3
attached hereto.

IT 1S FURTHER ORDEREN AND RESOLVED: That compliance with the applicable
certification requirements and rules and regulations of the Division of
Measurement Standards, the State Fire Marshal's Office, and the Division of
Industrial Safety of the Department of Industrial Relations is made a
condition of this certification.

IT IS FURTHER ORDERED AND RESOLVED: That the system certified hereby shall
perform in actual use with the same effectiveness as the certification test
system. Compliance with the applicable performance criterion shall be a ’
condition of this certification, and failure to meet this criterion shall
constitute grounds for revocation, suspension, or modi fication of this
certification.

IT 1S FURTHER ORDERLCD AND RESOLVED: That any alteration to the equipment,
parts, design, or operation of the system certified hereby, is prohibited,
and deemed inconsistent with this certification, unless such alteration has
been approved by the undersigned.

IT IS FURTHER ORDERED AND RESOLVED: That the OPW-7VC nozzles shall be 100
percent performance checked at the factory including checks of proper
functioning of all automatic shut-off mechanisms.
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IT IS FURTHER ORDERED AND RESOLVED: That during installation of the OPW-7VC
nozzles they shall be performance tested for ability to dispense gasoline with-
out difficulty in the presence of the station manager or other responsible
individual. The station manager, owner or operator shall also be provided:
with instructions on the proper use of the nozzles, their repair and
maintenance, and where nozzle replacements and nozzle components can be

readily obtained. A copy of the nozzle warranty shall be made available

to the station manager, owner or operator.

IT IS FURTHER ORDERED AND RESOLVED: That in order for vapor return hoses
longer than specified in this certification to be used the system shall
incorporate a liqyid blockage detector which is acceptable to the undersigned.

Executed at Sacramento, California this‘ZJb day of , 1980.

mas C. Austin
Executive Officer
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Executive Order G-70-37-8
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Notes to Accompany Exhibits 1, 2 and 3
Vent pipes shall be adequately supported throughout their length and .when
they are supporting weights in addition to 'their own, additional supports
may be required - anchor td building or other structure.
Tank vent pipes two inches or less in nom. inside diameter shall not be
obstructed by any device unless the tank and its associated piping and
other equipment is protected to limit back pressure development to less
tﬁan the maximum working pressure of the tank, piping and other equipment
by the installation of an approved pressure/vacuum vent, rupture disc or

other venting devices installed in the tank vent pipes.

Tank vent pioes shall terminate into the open atmosphere and shall be not
less than 12 feet above the adjacent ground level. The outlet shall vent
upward or horizontally and be located to eliminate the possibility of vapors
accurulating or traveling to a source of ignition or entering adjacent

buildings.

A1l vapor r2turn and vent piping shall be provided with swing joints at

the base of the riser to each .dispensing unit, at each tank connection, and
at the base of the vent riser where it fastens to a building or other
structure. When a swing joint is used in a riser containing a shear section

the riser must boe rigidly supported.

Each vapor hos: shall be located such that the center line of the hose
fitting, at the anti-recirculation valve (if externally mounted) or at the

dispenser cabinet swivel mounting (if valve is internally mounted), is not
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more than 3-1/2 inches above the top surface of the island and is as close

as possible to the top surface of the island.

For dispenser islands greater than S feet in width, each vapor hose length
shall not be longer than the sum of one-half the dispenser island width,‘

in feet, plus 6 feet.

For only those non-retail outlets which fuel special vehicles, the

installation of vapor recovery hoses longer than eight feet are allowed

prov1d?d the following conditions are met:

a. Tﬁe non-retail outlet fuels special vehicles such as large trucks,
large skip loaders, qff—the-road equipment, etc. where reaching the

f111 pipe requires longer hoses.

b. The vapor return hose length is no longer than required.

c. The vapor return hoses are arranged to be self-draining or provisions LS

are made to drain the hoses after each refueling or the system
incorporates an approved liquid blockage detection system arranged to

cease dispensing when a blockage occurs.

d. The Executive Officer of the Air Resources Board has approved the plans

for compliance with conditions b and c.

State Fire Marshal approved swivels (and offseté if necessary) for this

system shall be selected and installed on hoses to prevent hose kinking.

Penduct hose length shall be selected for each'dispenser to provide for tull

extension of the vapor return hose.
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IT any .74 78 zeries anti-recirculation va}ve is 1nterna11y mounted
in any d:speaser, the 1op ¢ the anti-recirculation valve shail not
be higher than the too surf.;ce of the dispenser island and a vapor .
recovery piping shear s2Ction which meets State Fire Marshal require-

\ments shall be installed.

For those dispensers classified as non-commercial by the Division of
Meqéurement Standards and are not reauired to be tested.and sealed

by Weights and Measured officials, the use of anti-recirculation valves

is optional. However, the use‘of anti-recirculation valves is recommended
by the Division of Measurement Standards in any installation where the

user utilizes the gallonage figures.




